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1
NON-LINEAR SYSTEM CONTROL
METHODS

RELATED APPLICATION

This application is a continuation of U.S. patent applica-
tion Ser. No. 14/271,938, filed May 7, 2014, which is a con-
tinuation of U.S. patent application Ser. No. 13/965,392, filed
Aug. 13,2013, which claims the benefit of and priority to U.S.
Provisional Patent Application No. 61/813,027, filed Apr. 17,
2013, the entire disclosure of each of which is incorporated
herein by reference.

TECHNICAL FIELD

In various embodiments, the present invention relates gen-
erally to light-emitting systems and methods, and more spe-
cifically to such systems and methods that provide control
over various lighting parameters in systems featuring strings
of light-emitting elements.

BACKGROUND

Solid-state lighting is an attractive alternative to incandes-
cent and fluorescent lighting systems because of its relatively
higher efficiency, robustness and long life. However, many
solid-state lighting systems utilize light-emitting diodes
(LEDs) that require different drive circuitry than incandes-
cent and fluorescent light emitters. LEDs are typically oper-
ated in current-control mode, in which the current through the
LED is controllably set to particular values to achieve desired
optical characteristics, such as brightness levels.

Manufacturing variations in electronic components may
result in a distribution of electrical and optical parameters.
For example, in the case of LEDs, there is generally a distri-
bution in parameters such as forward voltage, light output
power and wavelength. For LED-based lighting systems, par-
ticularly where such systems include arrays of LEDs, such
variations result in the need for a system that can accommo-
date possible variations not only in the manufacturing distri-
bution, but also that may arise from other sources, such as
ambient or operational temperature variations, aging, or the
like. This applies not only to light-emitting elements (LEEs),
such as LEDs, but to all other active and passive components
that may be in the system, e.g., to control the current to the
LEDs or to power the entire system.

For example, consider the system shown in FIG. 1, which
features one or more strings 160 of series-connected LEEs
110 and a current-control element (CCE) 120. The combina-
tion of the LEEs and the CCEs may be called a light-emitting
array. A light-emitting array may include or consist essen-
tially of one or more than one light-emitting string 160. The
string voltage is the voltage of the sum of the forward voltages
of'the individual LEEs at the desired operating current added
to the voltage dropped across CCE 120. In one example, for
GaN-based blue LEDs, the forward voltage, for a fixed cur-
rent, may be in the range of about 2.6 V to about 3.1 V,
depending on variations in the LED fabrication process.
Thus, depending on the distribution of forward voltage char-
acteristics, the voltage across the 10 LEDs in FIG. 1 may
range from about 26 V to about 31 V. For a light-emitting
array with multiple strings in parallel, as shown in FIG. 1, a
string with a relatively low string voltage will generally result
in a relatively higher voltage dropped over CCE 120, whereas
a string with a relatively higher string voltage will generally
have a relatively lower voltage dropped over CCE 120. In the
design of such systems the voltage of power supply 130 must
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be large enough to accommodate the highest possible string
voltage within the manufacturing and operational distribution
of the light-emitting array as well as the voltage supply.

Consider arelatively common case where the forward volt-
age of each LEE is nominally about 2.9 V and the nominal
voltage drop across CCE 120 is about 2 V. For a string of 10
LEEs, the string voltage is then about 31 V. This sets the
nominal value of voltage to be supplied to the light-emitting
array at about 31 V.

Now consider the scenario where the string voltage is on
the high end of the range, for example where the LEE forward
voltage is about 3.1V and the voltage drop across the 10 LEEs
is about 31 V. In some embodiments, CCE 120 may require at
least about 2 V to operate, so the light-emitting array requires
a supplied voltage of 33 V, 2 V higher than the nominal
amount. Next, consider the scenario where the string voltage
is on the low end of the range, for example where the LEE
forward voltage is about 2.7 V. The voltage drop across the 10
LEEs is then about 27 V.

In this situation, the voltage supply needs to be about 33 V
to accommodate the high end of the LEE forward voltage
distribution. However, in the nominal case, the voltage
dropped across CCE 120 is 4 V and in the minimum forward
voltage case it is 6 V. Thus, the power dissipated in CCE 120
in the nominal case is twice that of the maximum forward
voltage case, and the power dissipated in CCE 120 in the
minimum forward voltage case is three times that of the
maximum forward voltage case. Even without accounting for
other variations, such as in the voltage supply, CCE 120, or
operational variations, it is clear that such a design may be
optimized for efficiency in a narrow set of parameter ranges,
but as a result of manufacturing and operational variations,
may operate at significantly lower efficiencies. Further, the
additional power dissipated in CE 120 results in additional
heat, which may be difficult to remove and may also lead to
thermal degradation and a reduction in lifetime and/or reli-
ability.

One approach to mitigating this problem is reduce the
manufacturing and/or operational variations that might be
encountered, for example by sorting and binning LEEs, using
higher precision components in the voltage supply and CCE,
controlling the ambient temperature range, or the like. How-
ever, these approaches are undesirable because they are time
consuming and expensive.

Accordingly there is a need for solutions that provide
improved drive capability for LEE systems, in particular pro-
viding improved control of current through the LEEs as well
as high efficiency.

SUMMARY

In accordance with certain embodiments, the signature of
the relationship between load current and applied voltage is
dynamically evaluated and used to set a desired voltage level
that matches the load to achieve a desired operational result,
e.g., optimizing a given system for efficiency. Difterent volt-
ages are applied to the load and the difference in resulting
currents is utilized to adjust the subsequent applied voltage.
This iterative procedure is generally performed during the
entire operation of the load, rather than merely during a
“start-up” period soon after power is initially applied. In this
manner, variations in the electrical characteristics of the load
due to aging and/or environmental (e.g., temperature)
changes are addressed via changes in the applied voltage,
thereby regulating operation of the load and optimizing its
efficiency. Furthermore, the control system may be utilized
with any of a variety of different loads having different elec-
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trical characteristics (e.g., current-voltage characteristics)
while automatically optimizing efficiency thereof.

Additional details of lighting systems in accordance with
embodiments of the present invention appear within U.S.
patent application Ser. No. 13/799,807, filed Mar. 13, 2013
(the *807 application), and U.S. patent application Ser. No.
13/748,864, filed Jan. 24, 2013 (the *864 application), the
entire disclosure of each of which is incorporated by refer-
ence herein.

As utilized herein, the term “light-emitting element”
(LEE) refers to any device that emits electromagnetic radia-
tion within a wavelength regime of interest, for example,
visible, infrared or ultraviolet regime, when activated, by
applying a potential difference across the device or passing a
current through the device. Examples of LEEs include solid-
state, organic, polymer, phosphor-coated or high-flux LEDs,
microL.EDs (described below), laser diodes or other similar
devices as would be readily understood. The emitted radiation
of a LEE may be visible, such as red, blue or green, or
invisible, such as infrared or ultraviolet. A LEE may produce
radiation of a spread of wavelengths. A LEE may feature a
phosphorescent or fluorescent material for converting a por-
tion of its emissions from one set of wavelengths to another.
A LEE may include multiple LEEs, each emitting essentially
the same or different wavelengths. In some embodiments, a
LEE is an LED that may feature a reflector over all or a
portion of its surface upon which electrical contacts are posi-
tioned. The reflector may also be formed over all or a portion
of the contacts themselves. In some embodiments, the con-
tacts are themselves reflective.

An LEE may be of any size. In some embodiments, an LEE
has one lateral dimension less than 500 um, while in other
embodiments an LEE has one lateral dimension greater than
500 um. Exemplary sizes of a relatively small LEE may
include about 175 pm by about 250 pum, about 250 um by
about 400 um, about 250 um by about 300 um, or about 225
um by about 175 um. Exemplary sizes of a relatively large
LEE may include about 1000 um by about 1000 pum, about
500 pm by about 500 um, about 250 pm by about 600 um, or
about 1500 um by about 1500 um. In some embodiments, an
LEE includes or consists essentially of a small LED die, also
referred to as a “microLED.” A microLLED generally has one
lateral dimension less than about 300 um. In some embodi-
ments, the LEE has one lateral dimension less than about 200
pum or even less than about 100 um. For example, a microLED
may have a size of about 225 um by about 175 um or about
150 um by about 100 um or about 150 um by about 50 pm. In
some embodiments, the surface area of the top surface of a
microLED is less than 50,000 um? or less than 10,000 um?.
The size of the LEE is not a limitation of the present invention,
and in other embodiments the LEE may be relatively larger,
e.g., the LEE may have one lateral dimension on the order of
at least about 1000 pm or at least about 3000 um. In some
embodiments the LEE may emit white light or substantially
white light.

In some embodiments, various elements such as substrates
or lightsheets are “flexible” in the sense of being pliant in
response to a force and resilient, i.e., tending to elastically
resume an original configuration upon removal of the force.
Such elements may have a radius of curvature of about 1 m or
less, or about 0.5 m or less, or even about 0.1 m or less. In
some embodiments, flexible elements have a Young’s Modu-
lus less than about 100 N/m?, less than about 50 N/m?, or even
less than about 10 N/m®. In some embodiments, flexible
elements have a Shore A hardness value less than about 100;
a Shore D hardness less than about 100; and/or a Rockwell
hardness less than about 150.

30

40

45

55

4

In an aspect, embodiments of the invention feature a
method for controlling a circuit via application of first and
second voltages. The circuit incorporates a load having elec-
trical characteristics, which may include or consist essen-
tially of a non-linear current-voltage relationship. In a step
(A), the first voltage is applied to the load. In a step (B), a first
current resulting from the first voltage applied to the load is
measured. In a step (C), the second voltage is applied to the
load. In a step (D), a second current resulting from the second
voltage applied to the load is measured. A current difference
between the second current and the first current has a magni-
tude and a polarity. In a step (E), the first voltage is set equal
to the second voltage. In a step (F), the second voltage is
altered by a voltage increment (which may be positive or
negative) based on the magnitude and the polarity of the
current difference. In a step (G), steps (A)-(F) are repeated
during operation of the circuit to regulate operation of the
load notwithstanding any changes in the electrical character-
istics (e.g., the non-linear current-voltage relationship) of the
load during operation.

In another aspect, embodiments of the invention feature a
method for controlling a circuit via application of first and
second voltages. The circuit incorporates a load having elec-
trical characteristics, which may include or consist essen-
tially of a non-linear current-voltage relationship. In a step
(A), the first voltage is applied to the load. In a step (B), a first
current resulting from the first voltage applied to the load is
measured. In a step (C), the second voltage is applied to the
load. In a step (D), a second current resulting from the second
voltage applied to the load is measured. A current difference
between the second current and the first current has a magni-
tude and a polarity. In a step (E), if the magnitude of the
current difference is greater than a pre-determined value and
the polarity of the current difference is positive, the first
voltage is set equal to the second voltage and the second
voltage is increased by a voltage increment. In a step (F), if the
magnitude of the current difference is smaller than the pre-
determined value and the polarity of the current difference is
negative, the first voltage is set equal to the second voltage
and the second voltage is decreased by the voltage increment.
In a step (G), if the magnitude of the current difference is
greater than the pre-determined value and the polarity of the
current difference is negative, the first voltage is set equal to
the second voltage and the second voltage is increased by the
voltage increment. In a step (H), if the magnitude of the
current difference is smaller than the pre-determined value
and the polarity of the current difference is negative, the first
voltage is set equal to the second voltage and the second
voltage is decreased by the voltage increment. In a step (1),
steps (A)-(H) are repeated during operation of the circuit to
regulate operation of the load notwithstanding any changes in
the electrical characteristics (e.g., the non-linear current-volt-
age relationship) of the load during operation.

Embodiments of the invention may include one or more of
the following in any of a variety of combinations. The mag-
nitude of the current difference may be greater than the pre-
determined value, the second voltage may be increased above
amaximum operating voltage, and the second voltage may be
decreased to the maximum operating voltage or less prior to
applying the second voltage to the load. The maximum oper-
ating voltage may be approximately 60 V. The method may
include pausing for a pre-determined amount of time prior to
applying the second voltage to the load. The pre-determined
amount of time may be selected from the range of approxi-
mately 10 milliseconds to approximately 3600 seconds. The
pre-determined amount of time may increase as a number of



US 9,270,169 B2

5

times steps (A)-(H) are repeated increases. The voltage incre-
ment may decrease as a number of times steps (A)-(H) are
repeated increases.

After a plurality of repetitions of steps (A)-(H), the circuit
may operate at a stable operating range for at least a second
plurality of repetitions of steps (A)-(H). As used herein, a
“stable operating range” is a substantially unchanging range
of voltages bounded by the first and second voltages; that is,
the voltage applied to the load oscillates between substan-
tially constant first and second voltages, thereby defining the
stable operating range. The stable operating range is gener-
ally constant while the current-voltage relationship of the
load is substantially constant; changes in the current-voltage
relationship of the load may alter the stable operating range.

The method may include pausing for a pre-determined
amount of time prior to applying the second voltage to the
load, and the pre-determined amount of time may increase at
least once while the circuit operates at the stable operating
range. The pre-determined amount of time may be reset to a
default value if circuit operation diverges from the stable
operating range. The voltage increment may be decreased at
least once while the circuit operates at the stable operating
range. After the voltage increment has been decreased, the
voltage increment may be maintained at a substantially con-
stant value notwithstanding continued circuit operation at the
stable operating range. The voltage increment may be reset to
a default value if the circuit operation diverges from the stable
operating range.

The load may include or consist essentially of a light-
emitting array. The light-emitting array may include or con-
sist essentially of first and second spaced-apart power con-
ductors, a plurality of light-emitting strings, and a plurality of
control elements. Each light-emitting string may include or
consist essentially of a plurality of interconnected light-emit-
ting diodes spaced along the light-emitting string. A first end
of each light-emitting string may be electrically coupled to
the first power conductor, and a second end of each light-
emitting string may be electrically coupled to the second
power conductor. The power conductors may supply power to
each of the light-emitting strings. Each control element may
be electrically connected to at least one light-emitting string
and configured to utilize power supplied from the power
conductors to control the current to the at least one light-
emitting string to which it is electrically connected. The light-
emitting diodes may emit substantially white light. The non-
linear current-voltage relationship of the load may include a
knee (i.e., a change in slope), a stationary point (i.e., a local or
absolute maximum or minimum), and/or an inflection point.

In yet another aspect, embodiments of the invention feature
a control system for operating a load via application of first
and second voltages. The load may have electrical character-
istics that may include or consist essentially of a non-linear
current-voltage relationship. The control system includes or
consists essentially of a variable voltage source, a sense ele-
ment, and a controller. The controller is configured to, in a
step (A), apply, via the variable voltage source, the first volt-
age to the load, in a step (B), measure, via the sense element,
a first current resulting from the first voltage applied to the
load, in a step (C), apply, via the variable voltage source, the
second voltage to the load, and in a step (D), measure, via the
sense element a second current resulting from the second
voltage applied to the load. A current difference between the
second current and the first current has a magnitude and a
polarity. The controller is further configured to, in a step (E),
if the magnitude of the current difference is greater than a
pre-determined value and the polarity of the current differ-
ence is positive, (i) set the first voltage equal to the second
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voltage and (ii) increase the second voltage by a voltage
increment. The controller is further configured to, in a step
(F), if the magnitude of the current difference is smaller than
the pre-determined value and the polarity of the current dif-
ference is negative, (i) set the first voltage equal to the second
voltage and (ii) decrease the second voltage by the voltage
increment. The controller is further configured to, in a step
(G), if the magnitude of the current difference is greater than
the pre-determined value and the polarity of the current dif-
ference is negative, (i) set the first voltage equal to the second
voltage and (ii) increase the second voltage by the voltage
increment. The controller is further configured to, in a step
(H), if the magnitude of the current difference is smaller than
the pre-determined value and the polarity of the current dif-
ference is negative, (i) set the first voltage equal to the second
voltage and (ii) decrease the second voltage by the voltage
increment. The controller is further configured to, in astep (I),
repeat steps (A)-(H) during operation of the circuit to regulate
operation of the load notwithstanding any changes in the
electrical characteristics (e.g., the non-linear current-voltage
relationship) of the load during operation.

Embodiments of the invention may include one or more of
the following in any of a variety of combinations. The load
may have a non-linear current-voltage relationship. The load
may include or consist essentially of a plurality of light-
emitting elements. The load may include or consist essen-
tially of a plurality of light-emitting strings each including or
consisting essentially of a plurality of series-connected light-
emitting elements and at least one current-control element.
The at least one current-control element may include or con-
sist essentially of two transistors and two resistors. The sense
element may include or consist essentially of a resistor.

The load may include or consist essentially of a light-
emitting array. The light-emitting array may include or con-
sist essentially of first and second spaced-apart power con-
ductors, a plurality of light-emitting strings, and a plurality of
control elements. Each light-emitting string may include or
consist essentially of a plurality of interconnected light-emit-
ting diodes spaced along the light-emitting string. A first end
of each light-emitting string may be electrically coupled to
the first power conductor, and a second end of each light-
emitting string may be electrically coupled to the second
power conductor. The power conductors may supply power to
each of the light-emitting strings. Each control element may
be electrically connected to at least one light-emitting string
and configured to utilize power supplied from the power
conductors to control the current to the at least one light-
emitting string to which it is electrically connected. The light-
emitting diodes may emit substantially white light. The non-
linear current-voltage relationship of the load may include a
knee, a stationary point, and/or an inflection point.

In another aspect, embodiments of the invention feature a
control system for operating a load via application of first and
second voltages. The load may have electrical characteristics
that may include or consist essentially of a non-linear current-
voltage relationship. The control system includes or consists
essentially of a variable voltage source, a sense element, and
a controller. The controller is configured to, in a step (A),
apply, via the variable voltage source, the first voltage to the
load, in a step (B), measure, via the sense element, a first
current resulting from the first voltage applied to the load, in
a step (C), apply, via the variable voltage source, the second
voltage to the load, and in a step (D), measure, via the sense
element a second current resulting from the second voltage
applied to the load. A current difference between the second
current and the first current has a magnitude and a polarity.
The controller is further configured to, in a step (E), set the
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first voltage equal to the second voltage, and in a step (F), alter
(i.e., add to or subtract from) the second voltage by a voltage
increment based on the magnitude and the polarity of the
current difference. The controller is further configured to, in
a step (), repeat steps (A)-(F) during operation of the circuit
to regulate operation of the load notwithstanding any changes
in the electrical characteristics (e.g., the non-linear current-
voltage relationship) of the load during operation.

Embodiments of the invention may include one or more of
the following in any of a variety of combinations. The con-
troller may be configured to alter the second voltage by one or
more of the following. If the magnitude of the current differ-
ence is greater than a pre-determined value and the polarity of
the current difference is positive, the second voltage is
increased by the voltage increment. If the magnitude of the
current difference is smaller than the pre-determined value
and the polarity of the current difference is negative, the
second voltage is decreased by the voltage increment. If the
magnitude of the current difference is greater than the pre-
determined value and the polarity of the current difference is
negative, the second voltage is increased by the voltage incre-
ment. If the magnitude of the current difference is smaller
than the pre-determined value and the polarity of the current
difference is negative, the second voltage is decreased by the
voltage increment.

The load may include or consist essentially of a plurality of
light-emitting elements. The load may include or consist
essentially of a plurality of light-emitting strings each includ-
ing or consisting essentially of a plurality of series-connected
light-emitting elements and at least one current-control ele-
ment. The at least one current-control element may include or
consist essentially of two transistors and two resistors. The
sense element may include or consist essentially of a resistor.
The non-linear current-voltage relationship of the load may
include a knee, a stationary point, and/or an inflection point.

The load may include or consist essentially of a light-
emitting array. The light-emitting array may include or con-
sist essentially of first and second spaced-apart power con-
ductors, a plurality of light-emitting strings, and a plurality of
control elements. Each light-emitting string may include or
consist essentially of a plurality of interconnected light-emit-
ting diodes spaced along the light-emitting string. A first end
of each light-emitting string may be electrically coupled to
the first power conductor, and a second end of each light-
emitting string may be electrically coupled to the second
power conductor. The power conductors may supply power to
each of the light-emitting strings. Each control element may
be electrically connected to at least one light-emitting string
and configured to utilize power supplied from the power
conductors to control the current to the at least one light-
emitting string to which it is electrically connected. The light-
emitting diodes may emit substantially white light.

These and other objects, along with advantages and fea-
tures of the invention, will become more apparent through
reference to the following description, the accompanying
drawings, and the claims. Furthermore, it is to be understood
that the features of the various embodiments described herein
are not mutually exclusive and can exist in various combina-
tions and permutations. Reference throughout this specifica-
tion to “one example,” “an example,” “one embodiment,” or
“an embodiment” means that a particular feature, structure, or
characteristic described in connection with the example is
included in at least one example of the present technology.
Thus, the occurrences of the phrases “in one example,” “in an
example,”

29 <

one embodiment,” or “an embodiment” in various
places throughout this specification are not necessarily all
referring to the same example. Furthermore, the particular
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features, structures, routines, steps, or characteristics may be
combined in any suitable manner in one or more examples of
the technology. As used herein, the terms “substantially,”
“approximately,” and “about” mean+10%, and in some
embodiments, +5%. The term “consists essentially of” means
excluding other materials that contribute to function, unless
otherwise defined herein. Nonetheless, such other materials
may be present, collectively or individually, in trace amounts.

BRIEF DESCRIPTION OF THE DRAWINGS

Inthe drawings, like reference characters generally refer to
the same parts throughout the different views. Also, the draw-
ings are not necessarily to scale, with an emphasis instead
generally being placed upon illustrating the principles of the
invention. In the following description, various embodiments
of the present invention are described with reference to the
following drawings, in which:

FIG. 1 is a circuit diagram of an illumination system;

FIG. 2A is ablock diagram of a system in accordance with
various embodiments of the invention;

FIGS. 2B and 2C are partial circuit diagrams of illumina-
tion systems in accordance with various embodiments of the
invention;

FIGS. 3A-3H are graphs of current-voltage relationships of
loads in accordance with various embodiments of the inven-
tion;

FIGS. 4 and 5 are flowcharts of illumination system opera-
tion in accordance with various embodiments of the inven-
tion;

FIGS. 6A, 6B, and 7 are circuit diagrams of illumination
systems in accordance with various embodiments of the
invention;

FIGS. 8 and 9 are flowcharts of illumination system opera-
tion in accordance with various embodiments of the inven-
tion;

FIG. 10 is a partial circuit diagram of an illumination
system in accordance with various embodiments of the inven-
tion;

FIG. 11 is a schematic diagram of circuitry of an illumina-
tion system in accordance with various embodiments of the
invention;

FIG. 12 is a schematic diagram of a portion of an illumi-
nation system in accordance with various embodiments of the
invention; and

FIG. 13 is a schematic cross-section of a die attached to a
substrate in accordance with various embodiments of the
invention.

DETAILED DESCRIPTION

FIG. 2A depicts an exemplary adaptive power system 200
in accordance with embodiments of the present invention,
although alternative systems with similar functionality are
also within the scope of the invention. As depicted, adaptive
power system 200 includes or consists essentially of a vari-
able voltage source 230, a sense element 210 and a controller
220. Adaptive power system 200 is connected to a load 250
(e.g., one or more LEEs or light-emitting strings). The con-
troller 220, which embodies principles of the present inven-
tion, directs variable voltage source 230 to supply a specific
voltage in response to a process embedded within controller
220 and the value of the current sensed by sense element 210,
as will be discussed herein.

In one embodiment of the present invention, adaptive
power system 200 powers one or more light-emitting strings
electrically coupled in parallel, where each light-emitting



US 9,270,169 B2

9

string includes or consists essentially of one or more LEEs
110 electrically coupled in series with each other and with a
CCE 270, as shown in FIG. 2B. Referring to the structure of
FIG. 2B, astring 160 is equivalent to load 250 in FIG. 2A. The
system shown in FIG. 2B includes or consists essentially of
20 LEEs 110 in string 160; however, this is not a limitation of
the present invention, and in other embodiments the number
of LEEs 110 per string 160 may be more or fewer than 20.
Moreover, although the system shown in FIG. 2B includes
one string 160, this also is not a limitation of the present
invention, and in other embodiments more than one string 160
may be utilized, for example in a parallel electrical configu-
ration.

FIG. 2C shows a system similar to that of FIG. 2B, and
illustrates one embodiment of CCE 270. In the depicted
embodiment, CCE 270 includes or consists essentially of two
resistors 285, 286 and two transistors 280, 281 interconnected
as shown in FIG. 2B. In general, CCEs may include one or
more passive components, such as resistors, capacitors,
inductors, or fuses, as well as active components, e.g., tran-
sistors and diodes.

FIG. 3A shows a simulation of a string current 301 and a
voltage 303 across CCE 270 as a function of applied voltage
for the system of FI1G. 2C. In this example the system includes
20 GaN-based LEEs 110 having a forward voltage in the
range of about 2.6 V to about 3.1V at a current of about 5 mA.
In this example the circuit is designed to control the string
current to about 5 mA; resistor 285 has a value of about 39
kohms, resistor 286 has a value of about 113 ohms, and
transistors 280 and 281 may each be a MMBT2484 NPN
general purpose amplifier manufactured by Fairchild Semi-
conductor. If LEEs 110 have a nominal forward voltage of
about 2.7V, then the total voltage drop across all 20 LEEs 110
is about 54 V. In order for the circuit to operate, the applied
voltage is at least about this value plus the voltage drop across
CCE 270. (Asutilized herein, the “design point” is a product-
wide, rather than individual device-specific, designated oper-
ating current (or operating voltage designed to achieve the
designated current); actual individual devices may vary from
the design point in operation. As utilized herein, the “rela-
tively optimal operating point™ is the actual voltage required
to achieve the desired operating current for a specific device
at a specific time. During device operation the relatively opti-
mal operating point may vary temporarily (e.g., due to tem-
perature variations) or permanently (e.g., due to aging).)

As may be seen from FIG. 3 A, the circuit starts to turn on
at about 52V, at which point the string current is about 2 mA.
Increasing the applied voltage above this level produces a
relatively rapid increase in current and then, at the design
point of 5 mA, the value of applied voltage levels off at about
55.8 V. At this point the applied voltage is about 55.8 V, the
voltage across CCE 270 is about 1.8 V, the voltage across the
20 LEEs 110 is about 54 V, and the current through the LEEs
110 is about 5 mA. As shown, operation of the circuit at
applied voltages a small amount lower than or higher than the
design point results in only small changes in the LEE 110
current. However, while the current is relatively well con-
trolled, the efficiency may decrease at higher applied voltages
because the voltage drop across CCE 270 accounts for a
relatively larger portion of the overall voltage drop, which
results in relatively more power dissipated as heat in this
component. Thus, the efficiency decreases as the applied
voltage is raised above the design point and, in preferred
embodiments, the relatively optimal operating point is the
minimum applied voltage that just achieves the desired cur-
rent flow for a given device. One aspect of embodiments of
the present invention is a system that automatically maintains
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the relatively optimal operating point. Specifically, the sys-
tem may maintain the relatively optimal operating point via
oscillating application of operating voltages that (1) are sub-
stantially constant over time (in the absence of temporary or
permanent variations of the I-V characteristics of the devices
of the load) and (2) bound the relatively optimal operating
point within a stable operating range of voltages.

The operation of one embodiment of the invention may be
understood in reference to FIG. 3A, which shows the load
current 301 (current through LEEs 110) and the voltage drop
303 across CCE 270 as a function of applied voltage.

With reference to FIGS. 2B, 3A, and 3B, in one embodi-
ment, operation of the system of FIG. 2B begins at the voltage
at point 310, designated as V,,. The current at this point is
measured and designated as I, ,. The voltage is then incre-
mented to the voltage indicated by point 320, giving a voltage
V3,0 and a current 15,,. The magnitude and sign of the differ-
ence between 15, and 15, ; is then measured. If the magnitude
of'the difference is larger than a pre-determined value DI, and
the sign of 15,415, is positive, then the system increments
the voltage once again to point 330, producing voltage V
and current 155, The magnitude and sign of the difference
between 1, and I, is again measured. If the magnitude of
the difference is larger than a pre-determined value, and the
sign of 1;5,-15,, is positive, then the system increments the
voltage once again to point 340, producing voltage V;,, and
current I;,,. The magnitude and sign of the difference
between I, and I,,, is again measured. In this case the
difference between 15, and 155, is less than a pre-determined
value, but the sign is still positive, so the system does not
increment the voltage further. Instead, the system decrements
the voltage, for example back to V;;, at the point 330. In a
stable system, the decrement back to V ,,, will typically result
in a current of I;,. The magnitude and sign of the difference
between I, and 1,5, is measured. In this example the differ-
ence between [ ,, and 15, is less than the preset value, but the
sign is negative, so the system decrements the voltage once
more to point 320, where, typically in a stable system the
voltage is V5, and the current is 15,,. Now the difference
between 1,,, and 155, is determined and, again in a stable
system, found to be larger than the pre-determined value.
Also the sign is negative, so the system knows that it has gone
too far and increments the applied voltage, for example back
t0 V55, where the current is I55,.

A table of rules for various embodiments of the present
invention is shown in Table 1. Table 1 shows the direction of
the voltage change (increment or decrement) as a function of
the magnitude and sign of the difference between the two
measured currents. As may be understood by this description,
the voltage then steps back and forth around the design point
330, e.g., up to 340 and down to 320. FIG. 3A may be utilized
to illustrate an exemplary embodiment of the present inven-
tion in which the system maintains the relatively optimal
operating point via oscillating application of operating volt-
ages that (1) are substantially constant over time (in the
absence of temporary or permanent variations of the [-V
characteristics of the devices of the load) and (2) bound the
relatively optimal operating point within a stable operating
range of voltages. The operation may be described from any
starting point; here, starting with operating point 320, the
system has just decremented itself from operating point 330.
This operation is identified as Phase A in the phase cycle
detailed below.

Phase A. At this point the operating point has just changed
from point 330 to point 320 (i.e., the voltage has just decre-
mented from V5, t0 Vs,0). I550-155, 18 evaluated and the
determination is made that the sign (i.e., the polarity) is nega-
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tive and the magnitude is greater than the predetermined
value. As Table 1 indicates, rule 4 is then applied to increment
the voltage to operating point 330.

Phase B. At this point the operating point has just changed
from point 320 to point 330. I,,,-15,, is evaluated and the
determination is made that the sign is positive and the mag-
nitude is greater than the predetermined value. As Table 1
indicates, rule 1 is then applied to increment the voltage to
operating point 340.

Phase C. At this point the operating point has just changed
from point 330 to point 340. I,,,-15;, is evaluated and the
determination is made that the sign is positive and the mag-
nitude is less than the predetermined value. As Table 1 indi-
cates, rule 2 is then applied to decrement the voltage to oper-
ating point 330.

Phase D. At this point the operating point has just changed
from point 340 to point 330. I,,,-15,, is evaluated and the
determination is made that the sign is negative and the mag-
nitude is less than the predetermined value. As Table 1 indi-
cates, rule 3 is then applied to decrement the voltage to oper-
ating point 320.

Phase D thenleads back to Phase A, and the cycle continues
in the absence of a change in the I-V relationship of the load.
This will typically continue until there is a change in the
system that modifies the current-voltage relationship, for
example a shift in the curve, as described herein. Evaluation
of'the change in current for various changes in voltages results
in the determination of and setting of relatively optimal oper-
ating point. This process may proceed not only during start-
up of the system, but also during operation, such that any
changes induced by environmental factors, aging, or the like
are automatically accommodated. If the I-V relationship
changes at any point in the cycle, the magnitude and sign of
the current difference will result in application of an appro-
priate rule to bring the system back to the relatively optimal
operation point defined by the new I-V relationship.

TABLE 1

-1

Magnitude compared

to pre-determined Sign of
Rule value difference Voltage Change
1 Greater + Increment
2 Smaller + Decrement
3 Smaller - Decrement
4 Greater - Increment

In preferred embodiments, the I-V relationship is non-
linear. In some embodiments, the non-linear I-V relationship
is characterized by a knee (i.e., a change in slope), stationary
point (i.e., a local maximum or minimum), saddle point, or
inflection point at or near the relatively optimal operating
point. In one embodiment, the knee region may be character-
ized by a change in the magnitude of the slope, while an
inflection point may be characterized by a change in the sign
(polarity) of the slope. In the example discussed in reference
to FIG. 3A, the knee is in the region of operating points 320,
330, and 340, and the slope of the I-V curve below the knee (at
lower operating voltages) is higher than the slope above the
knee (at higher operating voltages). Thus, when applied, the
rules in Table 1 drive the operating point to the knee region
(the relatively optimal operating point) in response to the
different slope values above and below the relatively optimal
operating point. In other words, when the slope value
decreases, the system is above the relatively optimal operat-
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ing point and when the slope value increases, the system is
below the relatively optimal operating point.

It should be understood that this approach may be gener-
alized beyond the examples discussed in reference to FIGS.
3A and 3B and Table 1. FIGS. 3C-3E show additional
examples of non-linear I-V relationships and relatively opti-
mal operation points 391. For example, the I-V relationship
shown in FIG. 3C is similar to that shown in FIG. 3A, but in
this case the slope of the I-V curve below the knee (at lower
operating voltages) is less than the slope above the knee (at
higher operating voltages).

While FIGS. 3A-3E show examples having a knee region,
this is not a limitation of the present invention, and in other
embodiments other features may be used to identify the rela-
tively optimal operating point. FIGS. 3F and 3G show two
examples, where the relatively optimal operating point 391
corresponds to a peak and a valley respectively (i.e., to sta-
tionary points). At these points the polarity of the slope
changes sign. In other words, the curve changes from being
concave up to concave down. The polarity of the slope of the
1-V relationship should not be confused with the sign of the
difference in Table 1. The sign of the difference in Table 1
refers to the sign of the difference of currents and is used as
part of the determination to increment or decrement the
applied voltage.

While FIGS. 3A-3G show examples that have one feature
defining the relatively optimal operating point, this is not a
limitation of the present invention, and in other embodiments
the I-V relationship may have more than one possible knee,
stationary point, or inflection point, such as points 391, 392,
393 in FIG. 3H. In this case additional rules may be config-
ured to distinguish the different and/or desired operating
points, for example including rules based on the absolute or
relative magnitudes of the current value. The examples shown
in FIGS. 3A-3H are not meant to be limiting, and the methods
and systems described herein may be applied to systems
characterized by a non-linear I-V relationship.

While the discussion above has been in reference to the I-V
curve of an electrical load, this approach may be applied to
other control systems, where the parameters are not the
applied voltage and resulting current determined from the [-V
relationship. In other words, the methods and systems
described herein may be applied to systems characterized by
a non-linear load curve that defines the relationship of one or
more inputs and one or more responses. For example, other
types of systems or relationships that the present invention
may be applied to include (a) a position control system, where
the response is the position and the input is a signal to adjust
the position, (b) a pressure control system, for example to
apply and control pressure in a mold, reaction chamber or the
like, where the response is the pressure and the input is the
signal to adjust the pressure, (¢) a temperature control system,
where the response is the temperature and the input is the
signal to adjust the pressure, (d) a humidity control system,
where the response is the humidity and the input is the signal
to adjust the humidity, (e) a flow control system, where the
response is the flow of a fluid and the input is the signal to
adjust the flow, (f) a lighting control system, where the
response is a lighting characteristic such as intensity, lumi-
nance, illuminance, color temperature, or the like, and the
input is the signal to adjust the lighting characteristic.

In general, the approach to applying embodiments of the
present invention is to determine the load relationship (be-
tween one or more inputs and one or more outputs), determine
the relatively optimal operating point and determine a set of
rules based on changes to the input(s) to drive the system to its
relatively optimal operating point. The rules may then be
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embodied in hardware and/or software or other means to
effect changes in the system and provide control to the rela-
tively optimal operating point. As stated herein, an advantage
of'this is that in preferred embodiments it provides automatic
optimization to the relatively optimal operating point for a
distribution of systems, where the relatively optimal operat-
ing point may vary because of variations in component val-
ues, aging, environmental conditions, or the like.

The value of DI, the predetermined current difference
value, may be influenced by a number of factors. For
example, in one embodiment, DI may be set to a relatively
small value in order to result in a relatively small range of
operation about the operating point. For example, in the sys-
tem described in reference to FIGS. 2 and 3A, DI may be less
than about 1 mA, or less than about 0.5 mA, or less than about
0.1 mA. In some embodiments DI may be less than 20% of the
value of the current at the operating point, or less than about
10% of the value of the current at the operating point, or less
than about 2% of the value of the current at the operating
point. However, the specific value of DI is not a limitation of
the present invention, and in other embodiments DI may have
any value.

As shown in FIG. 3A, the current-voltage curve may have
a knee or bend in it, i.e., the region near points 320, 330, and
340. While point 330 identifies the 5 mA design point, it is
important to note that the voltage value at which this occurs
may be different for different light-emitting strings, either
within the system or between different systems, resulting, for
example, from manufacturing and/or operational variations.
Akey aspect of some embodiments of this invention is the use
of' the signature of the I-V curve of the load to determine and
operate at a relatively optimal operating point. While FIG. 3A
shows one example of an I-V curve, the shape or current or
voltage values associated with the I-V curve shown in FIG.
3 A are not limitations of the present invention, and in other
embodiments the I-V curve may have any shape.

FIG. 3A shows how an embodiment of the present inven-
tion operates in a stable regime, where in this context stable
means that the I-V curve is relatively fixed and does not shift
or change shape. However, in some embodiments, the system
may not be stable. For example, manufacturing variations
may result in different I-V relationships for different versions
of the same system, for example, because of variations in
component values within the system. Also, the I-V relation-
ship may change with time, for example as a result of changes
in operating conditions (e.g., sudden or frequent system
on/off cycles), environmental factors such as temperature,
aging, component failure, or the like. Embodiments of the
present invention accommodate these variations and operate
at the relatively optimal operating point.

In the example of a light-emitting system, in some embodi-
ments the curve relating operating current to applied voltage
may shift to the left or right, while maintaining essentially the
same shape. For example, components such as LEDs have
manufacturing tolerances and there may be a distribution in
characteristics (e.g., forward voltage) over the manufacturing
output. This means that the sum of the forward voltage of all
of the LEEs in different light-emitting strings may have dif-
ferent values, and thus a different minimum applied voltage
may be required to achieve the desired current flow. For
example, if the sum of the forward voltage of all of the LEEs
in different light-emitting strings increases, then the mini-
mum applied voltage to achieve the desired current increases.
Conversely, if the sum of the forward voltage of all of the
LEEs in different light-emitting strings decreases, then the
minimum applied voltage to achieve the desired current
decreases.
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In addition to manufacturing tolerances (e.g., on all com-
ponents in the system, for example the components making
up CCE 270, not just LEEs), operational variations may also
change the value of the string voltage (where the string volt-
age includes or consists essentially of the sum of the forward
voltage of all of the LEEs in a light-emitting string as well as
the voltage drop across CCE 270 and any other elements that
may be in the light-emitting string). For example, as the
temperature decreases, in embodiments where LEEs 110
include or consist essentially of LEDs, the forward voltage of
LEEs 110 may increase. Thus in some embodiments, as the
temperature decreases, the minimum applied voltage to
achieve the desired current increases.

FIG. 3B shows three -V relationships for a lighting sys-
tem. Curve 302 illustrates the same relationship as the curve
in FIG. 3A. Curve 306 shows an example of an I-V relation-
ship where the string voltage is relatively smaller than that for
curve 302 while curve 308 shows an example of an [-V
relationship where the string voltage is relatively larger than
that for curve 302.

Ifthe system is initially operating at point 330 on curve 302
and there is a change in operational parameters to curve 308,
the voltage initially remains at V,,,; however, the current
decreases to that associated with point 360 on curve 308 and
the system is not operating at the relatively optimal operating
point. At the next voltage increment time the system will act
to move the voltage back to the relatively optimal operating
point, which for curve 308 is point 370, in a manner substan-
tially the same as described in reference to FIG. 3A.

Ifthe system is initially operating at point 330 on curve 302
and there is a change in operational parameters to curve 306,
the voltage remains at V5 ;,; however, the current increases to
that associated with point 390 on curve 306 and the system is
not operating at the relatively optimal operating point. At the
next voltage increment time the system will act to move the
voltage back to the relatively optimal operating point, which
for curve 306 is point 380, in a manner substantially the same
as described in reference to FIG. 3A.

As discussed herein, in some embodiments such opera-
tional changes may result from environmental factors, such as
achange in ambient temperature due to weather, heating or air
conditioning systems, or the like. For example, systems may
be installed in different environments having relatively well
controlled, but different ambient temperatures, such as in an
office space or home, or in a freezer case. Alternately, systems
may be installed in different environments where the tem-
perature is not well controlled, for example non-climate con-
trolled warehouses, outdoor lighting, etc. In other situations
the I-V curve may shift because of self-induced effects. For
example, when a system is off, it may have a temperature
close to that of the ambient temperature. When it is turned on,
the various components begin to heat up, raising their tem-
perature and possibly shifting the I-V curve. Where the sys-
tem includes LEDs, the forward generally voltage drops as
the LEDs heat up, resulting in a shift of the I-V curve, for
example from that of curve 308 to curve 302 in FIG. 3B. In
other situations, manufacturing variations in the actual value
of component parts, for example LEEs 110 and/or the com-
ponents of CCE 270, may result in a range of I-V curve
positions and shapes, for the complete manufacturing distri-
bution of the system.

FIG. 4 depicts a flowchart of an exemplary process 400 in
accordance with various embodiments of the invention. Pro-
cess 400 is shown having eleven steps; however, this is not a
limitation of the present invention, and in other embodiments
the invention has more or fewer steps and/or the steps may be
performed in different order. In step 410, a voltage V1 is



US 9,270,169 B2

15

applied to the load. In step 415, the current 11, for an applied
V1, is measured. In step 415, the voltage V1 is incremented to
voltage V2. In step 420, the voltage V2 is applied to the load.
In step 425, the current 12, for an applied V2, is measured. In
step 430, the current 12 is compared to current 1. In step 435,
a decision is made whether to increment or decrement the
voltage, for example based on the rules of Table 1. If the
decision is to increment the voltage, the process moves to step
450. In step 450, the value of current 11 is set to the value of
current 12 (note that this step is for calculation or comparison
purposes and is not physically setting a current value in the
actual system). In step 455, the voltage V2 is incremented.
After step 455, the process returns to step 420 where the new
value of V2 is applied to the load, a new value of current 12 is
measured (step 425) and the difference between the new
values of current 12 and current I1 (which is the previous
current 12 value) is determined (step 430). If in step 435 the
decision is to decrement the voltage, the process moves to
step 440. In step 440, the value of current 11 is set to the value
of current 12. In step 455, voltage V2 is decremented. After
step 445, the process returns to step 420 where the new value
of'voltage V2 is applied to the load, a new value of current 12
is measured (step 425) and the difference between the new
value of current 12 and current 11 (which is the previous
current 12 value) is determined (step 430). Note that in various
embodiments it is not necessary to know (or measure) the
exact value of the applied voltage after the system is started
up, as the next applied voltage is modified relative to its
previous value without measurement of its actual value.

In some embodiments of process 400, the system starts
with an initial voltage V1 that is known to be below the
desired operating voltage point, for example point 310 in FIG.
3A. In this way the system may be configured to not exceed a
certain operating voltage limit. For example a UL Class 2
certification requires the operating voltage to not exceed 60V
under operating conditions. By starting the system with volt-
age V1<60V this requirement may be satisfied. An additional
step, for example just prior to step 420 may include a check to
ensure that the applied voltage is less than a certain value, for
example 60 V in a UL Class 2 system. For example, FIG. 5
shows one embodiment of an optional step to check the value
of the voltage to be applied. In some embodiments this step
510 may be positioned just prior to step 420 in FIG. 4. (A
similar check may also be made before step 410, upon initial-
ization of the system, if desired.) In step 510, the value of the
voltage V2 to be applied is compared to a maximum allowable
value. For example in some embodiments of a UL Class 2
system where the maximum allowable voltage is 60V, V, .+
may be set to a value slightly less than 60V, for example 59V
or 58 V or 57 V or the like. If the value of the voltage V2 that
is to be applied is less than V,, the process proceeds nor-
mally. If the value of the voltage V2 that is to be applied is
equal to or larger than V, ., ;- the process moves to a different
branch. Depending on the design, various actions may be
taken. In one embodiment, the value of voltage V2 is limited
to V, ., or some other value less than V,,, 1. In one embodi-
ment, the system is instructed to shut down. The action taken
upon voltage V2 being larger than V,, ;-1s not a limitation of
the present invention.

As will be understood from the description herein, a key
aspect of some embodiments of this invention is that it is not
necessary to know, either in advance or in real time, the
“desired” applied voltage. The system uses the I-V signature
to determine the relatively optimal applied voltage without
knowing its specific value.

Referring back to FIG. 2A, an example of a block diagram
of'a circuit embodying the principles of the present invention
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is shown. As will be understood by those skilled in the art,
there are many types or configurations of variable voltage
sources that may be used for variable voltage source 230 in
FIG. 2A. FIG. 6A shows a circuit block diagram of one
exemplary embodiment of the present invention that includes
a flyback switching power supply. The circuit in FIG. 6A
includes or consists essentially of a bridge rectifier 610, a
switching and isolation transformer 620, a switching power
supply controller 630, switching MOSFET 635, an optoiso-
lator (or “optical isolator”) 640, and an adaptive controller
650. In one embodiment, the circuit operates as follows;
adaptive controller 650 determines the voltage to be applied
to a load 660. A signal is sent from adaptive controller 650
through optoisolator 640 to switching power supply control-
ler 630 to set the voltage applied to load 660 to the desired
value. Switching power supply controller 630 sets the modu-
lation frequency of switching MOSFET 635, driving the duty
cycle of switching and isolation transformer 620 and result-
ing in the desired voltage being applied to load 660. The load
current is measured by means of a shunt resistor 655. The
adaptive controller follows a process to adjust to a relative
optimum output voltage, as discussed herein, for example in
relationship to the description of FIG. 4 and/or Table 1.

FIG. 6B shows an example of an embodiment of the circuit
block diagram of FIG. 6A in which adaptive controller 650
includes or consists essentially of a microcontroller 670. In
one embodiment, microcontroller 670 reads the applied cur-
rent by means of shunt resistor 655 (through an optional
multiplexer) and an analog to digital (A/D) converter within
or external to microcontroller 670. Microcontroller 670 out-
puts an analog signal by means of a digital to analog (D/A)
converter (within or external to microcontroller 670), which
is representative of the desired applied voltage. This analog
signal is applied to optoisolator 640 to set the desired output
voltage to the load 660. Microcontroller 670 is programmed,
for example in software or firmware, to carry out the desired
process, for example that in relation to FIG. 4 and/or Table 1.

The microcontroller 670 may be a general-purpose micro-
controller, but depending on implementation may alterna-
tively be a microprocessor, peripheral integrated circuit ele-
ment, a customer-specific integrated circuit (CSIC), an
application-specific integrated circuit (ASIC), a logic circuit,
a digital signal processor, a programmable logic device such
as a field-programmable gate array (FPGA), a programmable
logic device (PLD), a programmable logic array (PLA), an
RFID processor, smart chip, or any other device or arrange-
ment of devices that is capable of implementing the steps of
the processes of embodiments of the invention. Moreover,
some of the functions of microcontroller 670 may be imple-
mented in software and/or as mixed hardware-software mod-
ules. Software programs implementing the functionality
herein described may be written in any of a number of high
level languages such as FORTRAN, PASCAL, JAVA, C,
C++, C#, BASIC, various scripting languages, and/or HTML.
Additionally, the software may be implemented in an assem-
bly language directed to microcontroller 670. The software
may be embodied on an article of manufacture including, but
not limited to, a floppy disk, a jump drive, a hard disk, an
optical disk, a magnetic tape, a PROM, an EPROM,
EEPROM, field-programmable gate array, CDROM, or
DVDROM. Embodiments using hardware-software modules
may be implemented using, for example, one or more FPGA,
CPLD, or ASIC processors.

FIG. 7 shows an example of an embodiment of the circuit
block diagram of FIG. 6A in which adaptive controller 650
includes or consists essentially of an analog circuit 780. Also
shown in FIG. 7 is an optional power factor correction stage
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715 and an optional rectification and smoothing stage 725.
The embodiment shown in FIG. 7 also shows three switching
transistors 635, 635", and 635"; however, this is not a limita-
tion of the present invention, and in other embodiments fewer
or more switching transistors 635 may be utilized. In some
embodiments, these are controlled by switching controller
630. In the depicted embodiment, the value of the load current
is sampled across shunt resistor 655 by two conventional
sample-and-hold circuits 781, 782. The sample-and-hold cir-
cuits sample the load current alternately, the timing of the
alternate sampling being controlled by sample-and-hold con-
troller 783. The difference between the two current levels
sampled at successive times is determined by a comparator
784 and sent to an integrator 785 that drives optoisolator 640.
In operation, the comparator 784 determines the difference
between the successive current values measured by sample-
and-hold circuits 781, 782. In some embodiments, a small
offset, delta 786, is added to (via, e.g., a voltage adder) the
value of the output of sample-and-hold 781. In some embodi-
ments, delta 786 serves the same purpose as the predeter-
mined value DI as discussed herein. The difference between
[sample-and-hold 781 +delta 786] and sample and hold 782 is
sent to comparator 784. If [sample and hold 781+delta 786] is
greater than sample-and-hold 782, or if sample-and-hold
781-sample-and-hold 782 is greater than delta 786, the out-
putof comparator 784 is positive, which then drives integrator
785 output positive, which increases the voltage to load 660.
If [sample-and-hold 781+delta 786] is less than sample-and-
hold 782, or if sample-and-hold 781-sample-and-hold 782 is
less than delta 786, the output of comparator 784 is negative,
which then drives integrator 785 output negative, which
decreases the voltage to load 660. In this way, if the change in
load current from one sample period to the next is greater than
delta 786, the voltage is changed. Ifthe change in load current
from one sample period to the next is less than delta 786,
integrator 785 drives the load voltage lower, such that at the
next or successive sampling interval, the change in load cur-
rent between sample periods is greater than delta 786, driving
the voltage back up. In this way the load voltage oscillates
around the relative optimal operating point.

The systems shown in FIGS. 6 A-6C and FIG. 7 show two
embodiments of circuits that may be used to embody ele-
ments of the present invention, although alternative systems
with similar functionality are also within the scope of the
invention. As will be understood by those skilled in the art,
there are many electrical topologies for switching power sup-
plies, and the specific topology of the power supply is not a
limitation of the present invention.

As will be recognized from the description in reference to
FIGS. 3A and 4, in some embodiments once the system is
near its relative optimal operating point and the I-V relation-
ship is substantially stable, the adaptive power system may
cycle back and forth about the relative optimal operating
point. For example, in the example in reference to FIG. 3A,
the operating point cycles between points 320 and 340
through point 330. In some embodiments, a fixed or variable
wait time may be added to the process, for example the
process shown in reference to FIG. 4, to reduce the cycle
frequency. FIG. 8 is a flowchart of an exemplary process 800
in accordance with various embodiments of the invention.
Process 800 is similar to process 400 shown in FIG. 4, with
the inclusion of a wait step 810 just before step 420, Apply
V2. Process 800 is shown having twelve steps; however, this
is not a limitation of the present invention, and in other
embodiments the invention has more or fewer steps and/or the
steps may be performed in different order. In some embodi-
ments, wait step 810 may be fixed, for example wait step 810
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may range from about 10 milliseconds (ms) to about 10
seconds, although the specific value of a fixed wait time is not
a limitation of the present invention. In some embodiments,
wait step 810 may be variable. For example, in some embodi-
ments wait step 810 may be relatively short during start-up of
the system and may increase with time. For example, in some
embodiments wait step may have a value between about 1 ms
and about 100 ms during the start-up time and may have a wait
step value between about 100 ms and about 1 houror 1 day or
more during operation. In some embodiments, the start-up
period may be in the range of about 10 seconds to about 5
minutes (from start-up of the system). However, the wait
times during start-up and operation, as well as the start-up
period are not limitations of the present invention, and in
other embodiments these may have any value. In some
embodiments, these values may be in part determined by
system characteristics and in part by ambient conditions. For
example, the start-up period in some embodiments may be
determined in part by the time required for the system to
thermally stabilize after being turned on.

In some embodiments, the AV voltage increment may be
fixed while in other embodiments the AV increment may be
variable. In some embodiments, the AV increment may be in
the range of about 0.05 V to about 5 V; however, the AV
increment value is not a limitation of the present invention. In
some embodiments, the AV increment is determined as a
percentage of the operating voltage. For example, AV may be
in the range of about 10% of the operating voltage to about
0.01% of the operating voltage; however, the AV increment
value as a percentage of the operating voltage is not a limita-
tion of the present invention. In some embodiments, the AV
increment may be relatively small during start-up of the sys-
tem and may increase with time. For example, in some
embodiments the AV increment may have a value between
about 0.05 V and about 0.25 V (or between about 0.01% to
about 0.5% of the operating voltage) during the start-up time
and may have a AV increment value between about 0.25 V
and about 1 V (or between about 0.5% to about 2% of the
operating voltage) during operation. In some embodiments,
the AV increment may have a value between about 0.25 V and
about 1 V (or between about 0.5% to about 2% of the oper-
ating voltage) during the start-up time and may have a AV
increment value between about 0.05 V and about 0.25 V (or
between about 0.01% to about 0.5% of the operating voltage)
during operation. In some embodiments the start-up period
may be in the range of about 10 seconds to about 5 minutes
(from start-up of the system). However, the wait times during
start-up and operation, as well as the start-up period, are not
limitations of the present invention, and in other embodi-
ments these may have any value. In some embodiments, these
values may be in part determined by system characteristics
and in part by ambient conditions. For example, the start-up
period in some embodiments may be determined in part by
the time required for the system to thermally stabilize (i.e.,
reach an approximately constant temperature given ambient
conditions and heat generated by the system itself) after being
turned on.

In some embodiments, the pre-determined value DI used to
evaluate the current difference 1,-1; may be fixed, while in
other embodiments it may be variable. In some embodiments,
the pre-determined value DI used to evaluate I,—1, may be in
the range of about 0.01 mA to about 1 mA; however, the
pre-determined value DI used to evaluate I,-1, is not a limi-
tation of the present invention. In some embodiments, DI may
be about or less than 20% of the value of the current at the
operating point, or about or less than about 10% of the value
of the current at the operating point, or about or less than
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about 2% of the value of the current at the operating point.
However, the specific value of DI is not a limitation of the
present invention, and in other embodiments DI may have any
value.

For example, in some embodiments the pre-determined
value used to evaluate the current difference 1,1, may be
variable. For example in one embodiment, the current differ-
ence 1,-1, may be relatively small during start-up of the
system and may increase with time. For example, in some
embodiments the pre-determined value used to evaluate I,-1,
may have a value between about 0.1 mA and about 1 mA
during the start-up time and may have a value between about
0.01 mA and about 0.1 mA during operation. In some
embodiments, the start-up period may be in the range of about
10 seconds to about 5 minutes (from start-up of the system).
However, the pre-determined value used to evaluate 1,-I,
during start-up and operation, as well as the start-up period,
are not limitations of the present invention, and in other
embodiments these may have any value. In some embodi-
ments, these values may be in part determined by system
characteristics and in part by ambient conditions. For
example, the start-up period in some embodiments may be
determined in part by the time required for the system to
thermally stabilize after being turned on. Table 2 shows an
example of a two-level system with different possibilities of
the wait time, AV increment and/or pre-determined value
used to evaluate 1,-1, for two different periods, start-up and
operation. The values discussed with respect to this example
and in connection with Table 2 are exemplary values; the
specific values are not limitations of the present invention.

TABLE 2

Pre-determined

Period Wait Time (s) AV increment (V)  12-I1 value (mA)
Start-up 0.001-0.1 0.05-0.25 0.1-1.0
Operation 0.1-3600 0.25-1.0 0.01-0.1

While the discussion above relative to different wait times,
AV increments, and the pre-determined value used to evaluate
1,-1; has been with reference to a two-level system (that is a
system with two periods having different characteristics), this
is not a limitation of the present invention, and in other
embodiments more than two levels may be utilized. While the
discussion above relative to two or more periods has been
with reference to wait times, AV increments, and the pre-
determined value used to evaluate I,-1,, this is not a limitation
of the present invention, and in other embodiments other
parameters may have different values during these periods as
well. In some embodiments, only one or several parameters
have different values during different periods.

In some embodiments, various adaptive parameters may
have discrete values, while in other embodiments they may
vary continuously. Here “adaptive parameters™ are param-
eters that control or direct the operation of the adaptive power
supply system including but not limited to wait times, AV
increments, and the pre-determined value used to evaluate
1,-1,.

In some embodiments, adaptive parameters may be
changed dynamically, that is for example in response to vari-
ous states of the process, as opposed to being changed by time
period, as discussed above. For example, FIG. 9 depicts a
flowchart of an exemplary process 900 in accordance with
various embodiments of the invention. Process 900 is similar
to process 800 shown in FIG. 8; however, in process 900 one
or more parameters (for example Wait Time, AV, DI) may be
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changed based on a determination in an adjust-parameter step
910. For example, in an embodiment in which the system is
relatively stable and is cycling back and forth around a central
current-voltage point, as described in reference to FIG. 3C,
step 910 may count how many times the system has cycled
back and forth around substantially the same points. When
the cycle count reaches a maximum, the wait time may be
changed, for example increased, to reduce the amount of
cycling. In another example, when the system is relatively
stable, the value of AV may be reduced to more closely
approach the relatively optimal operating point. In another
example, DI may be changed. For example, DI/AV may be
considered to be a measure of the slope of the I-V relation-
ship, and in some embodiments, DI may be modified to
improve the operation of process 900, for example to better
match the measured change in current as a response to AV
changes to the slope of the I-V curve. The forgoing examples
are for a relatively stable system. If there is a shift in the
system relationship, for example as described in reference to
FIG. 3B, then there is a disruption in the response cycle
described in reference to FIG. 3C and in some embodiments,
in step 910 one or more parameters are set to their default
value or set to another value dependent on the nature and
extent of the disruption. The number and function of the steps
shown in process 900 is exemplary and are not a limitation of
the present invention, and in other embodiments the invention
has more or fewer steps and/or the steps may be performed in
different order.

Example 1

In this example, the number of stable cycles (shown in FIG.
3C) is counted. For every X cycles around a relatively stable
operating point (X is an integer, for example 10, 50, 100, or
another number), the wait time increases. For example, in one
embodiment the wait time may double after X cycles. Taking
the case where X is 50, if the system cycles 50 times around
the operating point in a relatively stable fashion, the wait time
doubles. If it cycles another 50 times around the operating
point in a relatively stable fashion, the wait time doubles
again (4x the original value). As long as the system is stable,
the wait time increases, reducing the cycle frequency. If the
system detects a different pattern (e.g., current-voltage rela-
tionship), then step 910 sets the wait time back to the starting
default value. In the examples below, the specific values are
representative and other values may be used.

Example 2

In this example, the number of stable cycles (shown in FIG.
3C) is counted. For every X cycles around a relatively stable
operating point (X is an integer, for example 10, 50, 100, or
another number), AV is decreased. For example, in one
embodiment the AV is decreased by 10%, 25%, 50%, or some
other amount. Taking the case where X is 50 and the AV
decrease is 10%, if the system cycles 50 times around the
operating point in a relatively stable fashion, then AV is set to
0.9AV.Ifit cycles another 50 times around the operating point
in a relatively stable fashion, AV decreases again to 0.81AV.
As long as the system is stable, AV decreases. This permits
the system to take finer and finer voltage steps to more closely
approach the relatively optimal operating point. In most
embodiments, it is preferable to set a minimum AV value. If
the system detects a different pattern (e.g., current-voltage
relationship), then step 910 sets AV back to the starting
default value.
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Example 3

In this example the number of stable cycles (shown in FIG.
3C) is counted. For every X cycles around a relatively stable
operating point (X is an integer, for example 10, 50, 100, or
another number), AV is decreased until a minimum AV value
is reached, for example 5 cycles of monotonic AV reduction.
After that, as long as the system is stable, the wait time is then
increased. For example, in one embodiment the AV may be
decreased by 10% in each of 5 steps. Thus, in a relatively
stable system the AV values are AV, 0.9AV, 0.81AV, 0.73 AV
and 0.66AV. Ifthe system goes through 5 cycles of monotonic
AV reduction, the value of AV will be 0.59AV and will remain
fixed as long as the system is stable. If the system is stable for
another 50 cycles, then the wait time is increased, for example
the wait time doubles. If it cycles another 50 times around the
operating point in a relatively stable fashion, the wait time
doubles again (4x the original value). As long as the system is
stable, the wait time increases, reducing the cycle frequency.
Ifthe system detects a different pattern, then step 910 sets AV
and the wait time back to the starting default value.

The discussion with respect to FIG. 9 has provided an
example where the wait time WAIT is increased; however,
this is not a limitation of the present invention, and in other
embodiments the wait time WAIT may be decreased or
decreased and increased at different times by any amount.
The discussion with respect to FIG. 9 has provided an
example where the adaptive parameter WAIT is dynamically
changed during process 900; however, this is not a limitation
of the present invention, and in other embodiments other
adaptive parameters, for example Al and AV, may also be
changed. The discussion with respect to FIG. 9 has provided
an example where one adaptive parameter (WAIT) is dynami-
cally changed during process 900; however, this is not a
limitation of the present invention, and in other embodiments
more than one adaptive parameter may be changed dynami-
cally, or one or more adaptive parameters may be fixed or one
or more adaptive parameters may be changed based on time
periods.

FIG. 10 shows an example of a lighting system 1000 incor-
porating an adaptive power system 200. Similar to the system
shown in FIG. 2A, adaptive power system 200 includes or
consists essentially of variable voltage supply 230, controller
220, and a current sensing system 210 represented in FIG. 10
as a current sense resistor. Adaptive power system 200 powers
alight-emitting array that includes or consists essentially of at
least one string of series-connected LEEs 110, where each
string also includes a CCE 1010. In the example shown in
FIG. 10 the light-emitting array includes or consists essen-
tially of two or more strings of series-connected LEEs 110,
and the strings are electrically coupled in parallel. In this
embodiment, CCE 1010 includes or consists of two resistors
and two transistors, for example as shown in connection with
FIG. 2C; however, this is not a limitation of the present
invention, and in other embodiments CCE 1010 may include
or consist of one or more passive components, one or more
active components, a combination of active and passive ele-
ments, an integrated circuit, or any other mechanism for
controlling the current. In operation CCEs 1010 act to control
the current through each string at a particular design point,
relatively independent of the voltage value applied to the
string.

As may be seen from FIG. 10, the current sensed by resistor
210 is approximately the sum of the current through all of the
strings. While this value changes with the number of strings
incorporated into the system, the signature or shape of the -V
relationship typically does not substantially change with the
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number of strings incorporated into the system. As has been
discussed herein, the signature of the I-V relationship, and not
its absolute value, is used to drive the voltage to the relatively
optimal operating point or relative optimum operating volt-
age. Thus, systems may include or incorporate one or more
light-emitting strings or one or more groups of light-emitting
strings, each having somewhat different characteristics, for
example the forward voltage of LEEs 110, and the adaptive
power system 200 will adjust and control the voltage to the
relatively optimal operating point. In operation, additional
light-emitting strings or groups of light-emitting strings may
be added to or removed from the system and adaptive power
system 200 will self-adjust to the relatively optimal operating
voltage.

In some embodiments of the present invention, it may be
desirable to have different groups of light-emitting strings
operating at different current levels. In some embodiments,
these may be grouped together on one substrate or lightsheet,
while in other embodiments these may be on separate sub-
strates or separate lightsheets. In some embodiments, the
forward voltage of LEEs 110 varies with current, for example
in the case where a LEE 110 includes or consists essentially of
a LED, in some embodiments the current is exponentially
related to the applied voltage. As the current increases, so
does the forward voltage. Thus, for a fixed number of LEEs
110 in a light-emitting string, the string voltage may increase
with increased string current. In some embodiments, different
substrates or lightsheets may be designed to operate at differ-
ent current levels, for example to achieve different light out-
put power densities (radiant flux or luminous flux), and there
will be a different relatively optimal operating voltage for
each type of sheet (current drive level). The ability of the
adaptive power system to vary the voltage in response to the
current needs, and the fact that the desired value does not need
to be programmed into the adaptive power supply, means that
one adaptive power supply system may be able to drive, ata
relatively optimal voltage level to achieve a high efficiency, a
variety of lighting systems or lightsheets that operate at dif-
ferent current levels with no change to the adaptive power
supply. In this embodiment, the current is set by current
control elements 1010 on the lightsheet and the adaptive
power supply provides a variable voltage that is dynamically
adjusted to the relatively optimal voltage level of that particu-
lar lighting system or lightsheet, based only on the signature
of'the I-V relationship, without the necessity of knowing the
required actual current or voltage values.

Table 3 lists parameters for an exemplary lighting system
including or consisting essentially of two different parts using
a fixed voltage system. One part is a lightsheet including or
consisting of light-emitting strings including or consisting
essentially of 20 GaN-based LEDs having a low, nominal and
high forward voltage at about 5 mA of about 2.65, 2.75, and
2.85 V respectively. In other words, there is a distribution in
the forward voltage value at about 5 mA as a result of manu-
facturing or operational variations (for example changes in
ambient temperature) and the lighting system needs to oper-
ate correctly across the entire distribution. This means that it
is theoretically possible to have all LEDs in one string have
the low value for forward voltage and in another string all the
LEDs have the high value. While this scenario may be rela-
tively unlikely, without additional sorting and binning, it is
not possible to guarantee that such a situation will not occur,
and thus it is included in the design parameters. Similarly,
Table 3 shows low, medium, and high forward voltages for the
second part, including or consisting essentially of 18 GaN
based LEDs having a low, nominal, and high forward voltage
at about 15 mA of about 2.85, 2.95, and 3.05 V respectively.
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Table 3 also shows the minimum voltage required to operate
CCE 270, which is about 1.8 V at about 5 mA and about 2.0
Vatabout 15 mA. Thetotal voltage drop across the LEDs and
CCE 270 is the sum of the product of the number of LEDs per
string and the forward voltage and the voltage drop across
CCE 270. The row labeled “Additional tolerance” is an extra
0.5 V that is added to accommodate any other variations as a
result of other manufacturing or operational variation. The
“Minimum required voltage” is then the sum of the “Addi-
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86.2% to about 95.8%. The efficiency is higher in the sce-
narios in which the voltage drop across CCE 270 is relatively
low.

Now consider a similar lighting system, but operated with
an adaptive power supply of the present invention, as shown
in Table 4. The same parts and distributions are used as in the
example of Table 3; however, in this case the voltage applied
to each lightsheet is not fixed, as in the example in relation to
Table 3, but adapts to the relatively optimal minimal voltage.
In this example the relatively optimal minimal voltage is

applied voltage

tiqn?‘l tolerance” and t.he “LEDs+CCE Vqltage,” that is .the 10" defined as the sum of 0.5 V, the voltage drop across the LEDs,
ggﬁflg;;l;a%: rszglf;i L Sogririjlt; the circui ﬁhfeifﬁ%ﬁ and the voltage drop required to operate CCE 270 and is
: shown in Table 4 as the “Adaptive voltage.” As may be seen
voltage for the different parts with the different distributions, from Table 4, the voltage dlr)op acrossgCCE 270ywith an
tl;e ntllrsllgngugl {equl(ried tvoltage V?ﬁesl.frlol?l aboutt 538 '\t]hto adaptive power supply is uniformly small for all scenarios,
about 3.5 V. In order to power this lighting system with a 15 reqyiting in a higher efficiency and a much tighter distribution
fixed voltage system, the ﬁ.x.ed VOhage value is large e@ugh in efficiency values for the different scenarios. In this example
to.power .the Scenario requiring the hlghest voltage, which in the efficiency ranges from about 95.4% to about 96.1% for
this case is the high voltage distribution of the 5 mA part. For adaptive voltages ranging from 53.8 V to 59.3 V. In this
this example, a fixed applied voltage of 9.5V is chosen. ‘ATS example the adaptive voltage supply results in an efficiency
discussed herein, the voltage not dropped across the LEDs is 20 o .
. . . greater than about 95% for an adaptive voltage range of about
dropped across CCE 270, and this value is shown in Table 3 " . . .
- - 10% of the desired operating point.
for the different scenarios. As may be seen, the voltage FIG. 11 sh le of a lichti tem 1100
dropped (and dissipated by) CCE 270 ranges from about 2.5 incl d'. shows an examp.ello ? 18 d;ng, system
V to about 8.2 V. The power dissipated in CCE 270 may be ncluding or consisting essentially of an adaptive pow'er sup-
calculated as the product of the voltage drop across CCE 270 ply 200 and two or more lightsheets 1110 and 1110'. Bach
and the current through CCE 270. The efficiency of CCE 270 lightsheet 1110 and 1110" includes one or more light-emitting
may also be calculated, for example as the ratio of the voltage strings 160 electrically coupled in parallel, each light-emit-
drop across the LEDs divided by the fixed applied voltage, ting string 160.1n.clud1ng or consisting ess.entlally of one or
and this is shown for each scenario in Table 3. As may be seen, more light-emitting elements 110 electrically coupled in
there is a wide range in efficiencies, depending on the part and series with at least one CCE 270, as described in the *807
the LED forward voltage distribution, ranging from about application.
TABLE 3
Unit Low Nominal High Low Nominal High
Current mA 5 5 5 15 15 15
Forward voltage \' 2.65 2.75 2.85 2.85 2.95 3.05
# LEDs per string 20 20 20 18 18 18
Total LED voltage v 53.0 55.0 57.0 513 53.1 54.9
Minimum voltage to \' 1.8 1.8 1.8 2.0 2.0 2.0
operate CCE
LEDs + CCE voltage v 54.8 56.8 588 533 55.1 56.9
Additional tolerance v 0.5 0.5 0.5 0.5 0.5 0.5
Minimum required \' 553 57.3 59.3 53.8 55.6 57.4
voltage
Fixed applied voltage \' 59.5 59.5 59.5 59.5 59.5 59.5
Voltage across CCE for V 6.5 4.5 2.5 8.2 6.4 4.6
fixed applied voltage
CCE efficiency for fixed % 89.1%  924%  95.8%  86.2%  89.2%  92.3%
applied voltage
TABLE 4
Unit Low Nominal High Low Nominal High
Current mA 5 5 5 15 15 15
Forward voltage \' 2.65 2.75 2.85 2.85 2.95 3.05
# LEDs per string 20 20 20 18 18 18
Total LED voltage v 53.0 55.0 57.0 513 53.1 54.9
Minimum voltage to \' 1.8 1.8 1.8 2.0 2.0 2.0
operate CCE
LEDs + CCE voltage v 54.8 56.8 588 533 55.1 56.9
Additional tolerance v 0.5 0.5 0.5 0.5 0.5 0.5
Adaptive voltage \' 553 57.3 59.3 53.8 55.6 57.4
Voltage across CCE for V 23 23 23 2.5 2.5 2.5
adaptive voltage
CCE efficiency for fixed % 95.8%  96.0%  96.1% 954%  955%  95.6%
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Each lightsheet 1110 includes at least two power conduc-
tors 1130, 1140 that distribute power from adaptive power
supply 200 to strings 160. At least one lightsheet 1110 is
electrically coupled to adaptive power supply 200. In the
example shown in FIG. 11, power conductor 1130 is electri-
cally coupled to the positive terminal of adaptive voltage
supply 200, while power conductor 1140 is electrically
coupled to the negative terminal of adaptive voltage supply
200. However, this is not a limitation of the present invention,
and in other embodiments different electrical configurations
and different number of power conductors 1130, 1140 on
lightsheet 1110 may be utilized. Additional lightsheets, for
example lightsheet 1110, may be electrically coupled to the
system by electrically coupling like power conductors, for
example through connections 1150, 1160, where connection
1150 electrically couples power conductors 1130 and 1130'
and connection 1160 electrically couples power conductors
1140 and 1140'. While FIG. 11 shows two lightsheets 1110
and 1110, this is not a limitation of the present invention, and
in other embodiments more than two lightsheets may be
utilized. Some embodiments of the present invention may
include multiple adaptive power supplies 200, each attached
to one or more lightsheets 1110.

In some embodiments, lightsheets 1110 may each include
a substrate 1210 over which conductive traces 1220, 1130,
1140 have been formed to provide interconnection between
LEEs 110 and CCE 270, as shown in FIG. 12. In some
embodiments, substrate 1210 may be flexible, while in other
embodiments substrate 1210 may be rigid or substantially
rigid. Substrate 1210 may include or consist essentially of a
semicrystalline or amorphous material, e.g., polyethylene
naphthalate (PEN), polyethylene terephthalate (PET), poly-
carbonate, polyethersulfone, polyester, polyimide, polyeth-
ylene, fiberglass, FR4, metal core printed circuit board,
(MCPCB), and/or paper. Substrate 1210 may include mul-
tiple layers, e.g., a deformable layer over a rigid layer, for
example, a semicrystalline or amorphous material, e.g., PEN,
PET, polycarbonate, polyethersulfone, polyester, polyimide,
polyethylene, and/or paper formed over a rigid substrate for
example comprising, acrylic, aluminum, steel and the like.
Depending upon the desired application for which embodi-
ments of the invention are utilized, substrate 1210 may be
substantially optically transparent, translucent, or opaque.
For example, substrate 1210 may exhibit a transmittance or a
reflectivity greater than 70% for optical wavelengths ranging
between approximately 400 nm and approximately 700 nm.
In some embodiments, substrate 1210 may exhibit a trans-
mittance or a reflectivity of greater than 70% for one or more
wavelengths emitted by LEEs 110. Substrate 1210 may also
be substantially insulating, and may have an electrical resis-
tivity greater than approximately 100 ohm-cm, greater than
approximately 1x10° ohm-cm, or even greater than approxi-
mately 1x10'° ohm-cm. In some embodiments substrate
1210 may have a thickness in the range of about 10 um to
about 200 pm.

Conductive elements, i.e., conductive traces 1220, 1130,
1140, may be formed via conventional deposition, photoli-
thography, and etching processes, plating processes, lamina-
tion, lamination and patterning, evaporation sputtering or the
like, or they may be formed using a variety of different print-
ing processes. For example, conductive traces 1220, 1130,
1140 may be formed via screen printing, flexographic print-
ing, ink-jet printing, and/or gravure printing. Conductive
traces 1220, 1130, 1140 may include or consist essentially of
a conductive material (e.g., an ink or a metal, metal film or
other conductive materials or the like), which may include
one or more elements such as silver, gold, aluminum, chro-
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mium, copper, and/or carbon. Conductive traces 1220, 1130,
1140 may have a thickness in the range of about 50 nm to
about 1000 um, or more preferably in the range of about 3 um
to about 50 um. In some embodiments, the thickness of con-
ductive traces 1220, 1130, 1140 may be determined by the
current to be carried thereby. While the thickness of one or
more of conductive traces 1220, 1130, 1140 may vary, the
thickness is generally substantially uniform along the length
of the trace to simplify processing. However, this is not a
limitation of the present invention, and in other embodiments
the thickness and/or material of conductive traces 1220, 1130,
1140 may vary. In some embodiments, all or portions of
conductive traces 1220, 1130, 1140 may be covered or encap-
sulated. In some embodiments, a layer of material, for
example insulating material, may be formed over all or por-
tions of conductive traces 1220, 1130, 1140. Such a material
may include, e.g., a sheet of material such as used for sub-
strate 1210, a printed layer, for example using screen, ink jet,
stencil or other printing means, a laminated layer, or the like.
Such a printed layer may include, for example, an ink, a
plastic and oxide, or the like. The covering material and/or the
technique by which it is applied is not a limitation of the
present invention.

In one embodiment, the conductive traces 1220 are formed
with a gap between adjacent conductive traces, and LEEs 110
and CCEs 270 are electrically coupled to conductive traces
1220 using conductive adhesive, e.g., an isotropically con-
ductive adhesive and/or an anisotropic conductive adhesive
(ACA). FIG. 13 shows one example of an LEE 110 electri-
cally coupled to conductive traces 1210 using an ACA 1310.
ACAs may be utilized with or without stud bumps and
embodiments of the present invention are not limited by the
particular mode of operation of the ACA. For example, the
ACA may be pressure-activated or utilize a magnetic field
rather than pressure (e.g., the ZTACH ACA available from
SunRay Scientific of Mt. Laurel, N.J., for which a magnetic
field is applied during curing in order to align magnetic con-
ductive particles to form electrically conductive “columns” in
the desired conduction direction). Furthermore, various
embodiments utilize one or more other electrically conduc-
tive adhesives, e.g., isotropically conductive adhesives, non-
conductive adhesives, in addition to or instead of one or more
ACAs. In other embodiments, LEEs 110 and CCEs 270 may
be attached to and/or electrically coupled to conductive traces
1220 by other means, for example solder, reflow solder, wave
solder, wire bonding, or the like. The technique by which
LEEs 110 and CCEs 270 are attached to conductive traces
1220 is not a limitation of the present invention.

In some embodiments, each LEE 110 includes or consists
essentially of a bare semiconductor die (e.g., a bare-die LEE
is an unpackaged semiconductor die), while in other embodi-
ments LEE 110 includes or consist essentially of a packaged
LED. In some embodiments, LEE 110 includes or consists
essentially ofa packaged surface-mount-device-type LED. In
some embodiments, an LEE may include or consist essen-
tially of a LED and a light-conversion material such as a
phosphor. In some embodiments, an LEE may include or
consist essentially of a LED and a light-conversion material,
the combination of which produce substantially white light.
In some embodiments, the white light may have a correlated
color temperature (CCT) in the range of about 2000 K to
about 10,000 K.

In some embodiments, LEE 110 may include or consist
essentially of an LED. In some embodiments, LEE 110 may
emit electromagnetic radiation within a wavelength regime of
interest, for example, infrared, visible, for example blue, red,
green, yellow, etc. light or radiation in the UV regime, when
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activated by passing a current through the device. In some
embodiments, LEE 110 may include or consist essentially of
a substrate over which the active device layers are formed.
The structure and composition of such layers are well known
to those skilled in the art. In general, such a layer structure
(e.g., for an LED) may include top and bottom cladding
layers, one doped n-type and one doped p-type, and one or
more active layers (from which most or all of the light is
emitted) in between the cladding layers. In some embodi-
ments, the layers collectively may have a thickness in the
range of about 0.25 um to about 10 um. In some embodi-
ments, the substrate is transparent and all or a portion thereof
is left attached to the device layers, while in other embodi-
ments the substrate may be partially or completely removed.
In some embodiments LEE 110 may include or consist essen-
tially of a nitride-based semiconductors (for example con-
taining one more of the elements Al, Ga, In, and nitrogen). In
some embodiments, LEE 110 may include or consist essen-
tially of a nitride-based semiconductors (for example con-
taining one more of the elements Al, Ga, In, and nitrogen) and
may emit light in the wavelength range of about 400 nm to
about 500 nm.

In some embodiments, LEE 110 may be at least partially
covered by wavelength-conversion material (also referred to
herein as a phosphor), PCE, WCE or phosphor element (PE),
all of which are utilized synonymously herein unless other-
wise indicated. In some embodiments, white light may also
be produced by combining the short-wavelength radiant flux
(e.g., blue light) emitted by the semiconductor LED with
long-wavelength radiant flux (e.g., yellow light) emitted by,
for example one or more phosphors within the light-conver-
sion material. The chromaticity (or color), color temperature,
and color-rendering index are determined by the relative
intensities of the component colors. For example, the light
color may be adjusted from “warm white” with a correlated
color temperature (CCT) of 2700 Kelvin or lower to “cool
white” with a CCT of 10,000 Kelvin or greater by varying the
type or amount of phosphor material. White light may also be
generated solely or substantially only by the light emitted by
the one or more phosphor particles within the light-conver-
sion material. In some embodiments, the structure including
or consisting essentially of LEE 110 and a light-conversion
material may be referred to as a “white die.” In some embodi-
ments, white dies may be formed by forming a light-conver-
sion material over and/or around one or more LEEs 110 and
then separating this structure into individual white dies as
described in the *864 application. However, this is not a
limitation of the present invention, and in other embodiments
a light-conversion material may be integrated with an LEE
using a variety of different techniques.

While the discussion to this point has been in reference to
light-emitting systems, this is not a limitation of the present
invention and in other embodiments the adaptive power sup-
ply may be utilized with any system including or consisting
essentially of an I-V curve having a signature on which a
relatively optimal operating point may be identified. For
example adaptive power supplies may be used in conjunction
with a variety of systems and loads, including but not limited
to computers, printers, displays, televisions, audio equip-
ment, scanners, radios, commercial electronics, and the like.

While the discussion to this point has been in reference to
AC powered systems, for example the power supply topology
shown in FIG. 6A, this is not a limitation of the present
invention, and in other embodiments the adaptive power sup-
ply may be DC powered, for example by a battery or other DC
power source. For example adaptive power supplies using DC
or battery power may be used in conjunction with a variety of
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systems and loads, including but not limited to computers,
printers, displays, televisions, audio equipment, scanners,
radios, mobile phones, laptop computers, tablets, walkie-
talkies, flashlights, portable radios, personal music devices,
personal video devices, portable commercial and personal
electronics, and the like.

It is to be understood that the features of the various
embodiments described herein are not mutually exclusive and
can exist in various combinations and permutations. As used
herein, the terms “substantially” and “approximately”
mean=10%, and in some embodiments, £5%. As used herein,
the term “phosphor” refers to any material that shifts the
wavelength of light striking it and/or that is luminescent,
fluorescent, and/or phosphorescent.

The terms and expressions employed herein are used as
terms and expressions of description and not of limitation,
and there is no intention, in the use of such terms and expres-
sions, of excluding any equivalents of the features shown and
described or portions thereof. In addition, having described
certain embodiments of the invention, it will be apparent to
those of ordinary skill in the art that other embodiments
incorporating the concepts disclosed herein may be used
without departing from the spirit and scope of the invention.
Accordingly, the described embodiments are to be considered
in all respects as only illustrative and not restrictive.

What is claimed is:

1. A method for controlling, via application of first and
second inputs, a system incorporating a load having a non-
linear output-input relationship, the method comprising:

(A) applying the first input to the load;

(B) measuring a first output resulting from the first input

applied to the load;

(C) applying the second input to the load;

(D) measuring a second output resulting from the second
input applied to the load, an output difference between
the second output and the first output having a magni-
tude and a polarity;

(E) altering the second input by an input increment having
a magnitude and polarity based at least in part on the
magnitude and polarity of the output difference between
the second output and the first output; and

(F) repeating steps (A)-(E) during operation of the system
to regulate operation of the load notwithstanding any
changes in the non-linear output-input relationship of
the load during operation.

2. The method of claim 1, further comprising setting the

first input equal to the second input after step (D).

3. The method of claim 1, wherein step (E) comprises:

(1) if the magnitude of the output difference is greater than
a pre-determined value and the polarity of the output
difference is positive, increasing the second input by the
input increment;

(i1) if the magnitude of the output difference is smaller than
the pre-determined value and the polarity of the output
difference is positive, decreasing the second input by the
input increment;

(ii1) if the magnitude of the output difference is greater than
the pre-determined value and the polarity of the output
difference is negative, increasing the second input by the
input increment; and

(iv) if the magnitude of the output difference is smaller than
the pre-determined value and the polarity of the output
difference is negative, decreasing the second input by
the input increment.

4. The method of claim 3, wherein step (E) comprises,

before increasing or decreasing the second input, setting the
first input equal to the second input.
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5. The method of claim 1, wherein altering the second input
by the input value increases the second input above a maxi-
mum operating input value, further comprising decreasing
the second input to the maximum operating input value or less
prior to applying the second input to the load.

6. The method of claim 1, further comprising pausing for a
pre-determined amount of time prior to applying the second
input to the load.

7. The method of claim 6, wherein the pre-determined
amount of time increases as a number of times steps (A)-(E)
are repeated increases.

8. The method of claim 1, wherein the system is configured
to operate at a design point, the design point comprising a
design output value and a design input value.

9. The method of claim 8, wherein the input increment is
less than about 20% of the design input value.

10. The method of claim 1, wherein the magnitude and
polarity of the input increment are determined from (i) a
comparison of a pre-determined value to the magnitude of the
output difference between the second output and the first
output and (ii) the polarity of the output difference between
the second output and the first output.

11. The method of claim 10, wherein the pre-determined
value is constant as steps (A)-(E) repeat.

12. The method of claim 10, wherein the pre-determined
value decreases as a number of times steps (A)-(E) are
repeated increases.

13. The method of claim 1, wherein the input increment
decreases as a number of times steps (A)-(E) are repeated
increases.

14. The method of claim 1, wherein, after a plurality of
repetitions of steps (A)-(E), the system operates at a stable
operating range of inputs for at least a second plurality of
repetitions of steps (A)-(E).

15. The method of claim 14, further comprising pausing for
apre-determined amount of time prior to applying the second
input to the load, the pre-determined amount of time increas-
ing at least once while the system operates at the stable
operating range.

16. The method of claim 15, further comprising resetting
the pre-determined amount of time to a default value if system
operation diverges from the stable operating range.

17. The method of claim 14, further comprising decreasing
the input increment at least once while the system operates at
the stable operating range.

18. The method of claim 1, wherein the magnitude and
polarity of the input increment are determined from a table of
pre-determined rules.
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19. The method of claim 1, wherein the non-linear output-
input characteristic of the load comprises a knee therewithin.

20. The method of claim 19, wherein the output increases
as the input increases in the knee region.

21. The method of claim 19, wherein the output decreases
as the input increases in the knee region.

22. The method of claim 1, wherein the non-linear output-
input characteristic of the load comprises one of a global
minimum or a global maximum therewithin.

23. The method of claim 1, wherein the system comprises
a position control system, whereby the input comprises a
position-adjustment signal and the output comprises a posi-
tion signal.

24. The method of claim 1, wherein the system comprises
a pressure control system, whereby the input comprises a
pressure-adjustment signal and the output comprises a pres-
sure signal.

25. The method of claim 1, wherein the system comprises
a temperature control system, whereby the input comprises a
temperature-adjustment signal and the output comprises a
temperature signal.

26. The method of claim 1, wherein the system comprises
a humidity control system, whereby the input comprises a
humidity-adjustment signal and the output comprises a
humidity signal.

27. The method of claim 1, wherein the system comprises
a lighting control system, whereby the input comprises a
lighting-characteristic-adjustment signal and the output com-
prises a lighting-characteristic signal.

28. The method of claim 27, wherein the lighting-charac-
teristic signal corresponds to at least one of intensity, lumi-
nance, illuminance, or color temperature.

29. The method of claim 1, wherein (i) a first plurality of
cycles of steps (A)-(E) repeating constitutes a start-up phase,
and (ii) a second plurality of cycles of steps (A)-(E) repeating
constitutes an operation phase, the start-up phase preceding
the operation phase.

30. The method of claim 29, wherein the magnitude and
polarity of the input increment are determined from a table of
pre-determined rules.

31. The method of claim 29, wherein the non-linear output-
input characteristic of the load comprises a knee therewithin.

32. The method of claim 29, wherein the non-linear output-
input characteristic of the load comprises one of a global
minimum or a global maximum therewithin.
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